CONICAL POINT
Model CP99

INTERMEDIATE

MATERIAL: CAST STEEL

ASTM A27 65/35

Normal foundry tolerences apply

PIPE SIZE 12” 16” 18” 20” 24”
A 12" 16" 18" 20" 24"
B 10.75" | 14.75" | 16.75" | 18.75" | 21.75"
C 9.75" | 13.75" | 16.75" | 17.75" | 20.75"
D 0.75" 0.75" 0.75" 0.75" 0.75"
E 0.560" 0.50" 0.50" 0.560" 0.50"
MIN. RAD. F 12" 14.75" | 16.75" | 18.,50" | 21.75"
Nx45°
+ G 0.50" 0.50" 0.50" 0.50" 0.50"
J g H 0.625" | 0.625" | 0.625" | 0.625" | 1.125"
J 0.75" | 0.875" | 1.00" 1.00" 1.25"
L K 0.4375" | 0.50" 0.50" 0.50" | 0.625"
L 10.75" | 13.50" | 156.60" | 17.25" | 20.50"
M - - 13" 15"
‘ R 0.1875" | 0.25" 0.25" 0.25" | 0.375"
S 0.50" 0.50" 0.50" 0.50" 0.50"
T 0.625" | 0.625" | 0.75" 0.75" 0.75"
LONG 4 4 4 4 4
SHORT - 4 4
WEIGHT 70# 120# 135# 175%# 250#

Section B-B
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